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SELF CONTAINED EMERGENCY EXIT SIGN        IP40 
SERIE TETRO LED 
Technical Characteristics: 
 
- Supply 230V~ 50/60Hz. 
- Maintained. 
- Stand by and re-start via Telemando(TM). 
- Green Led indicating, the Battery re-charging. 
- Illumination via High luminosity white led. 
- Stabilized current of Led (constant current control). 
- Visibility 33 mts. (As per NORM UNE-EN 1838). 
- White metallic body 
- Protection Grade IP40. 
- Connection via ∅6 mm cable. 
- Overload & end of battery discharge protection. 
- Class I Luminary. 
- Methacrylate Diffuser of 8 mm width 
- Ceiling surface and suspended mounting 
- Pictograms included 
- CE marked as per directives 2006/95/CE y 2004/108/CE de EMC. 
- Manufactured in accordance with NORMS UNE-EN 60598-2-22, UNE-EN 1838. 

 
 

Model Autonomy Battery Lamp 
TETRO 4021-6 LED 1 Hour Ni-Cd 6V - 0,8Ah White SMD LED 
TETRO 4023-6 LED 3 Hours Ni-Cd 6V - 1,5Ah White SMD LED 
TETRO 4000-5 LED --- --- White SMD LED 
 
Dimensions: 
 

 
 
Working: 
Power presence: The constant current driver illuminates the white SMD LEDS and the 4 PICTOGRAMS 
and also charges the battery permanently and the Green LED indicating the charging process is ON. 
 Power Failure:  The driver continues to illuminate the WHITE LEDS and the 4 PICTOGRAMS from the 
battery power and Green led indicating the battery charging is OFF. 
Verification TEST: Verification during power presence is done via TELEMANDO. 
By pressing ON (TM) the luminary enters into emergency mode, and comes back to normal mode as the 
ON button is released. 
Standby/Restart: In emergency stage it is possible to switch OFF the luminary and save battery powe by 
pressing OFF (TM), to switch on again press the ON (TM) 
 
 
Installation: 
Make sure that the main power is OFF before doing the installation. 
-Dismount the mounting accessory situated on the upper part of the luminary by removing the 4 
nuts. (Fig.1-Fig.2) 
 
- Mark 4 holes on the ceiling using the mounting accessory and mount it on the ceiling using 4 resistant 
screws. (Fig.3) 
-  

weight: 6,4 Kg. 



- Now mount the luminary to the mounting accessory using the 4 nuts previously removed, make sure to  
tighten the nuts so the luminary is perfectly installed on the ceiling(Fig.4 - Fig.5) 
- To facilitate the mounting the luminary comes pre-installed with cable from the interior connected to the 
connector, so you just have to make power connections to the connector, connecting Line, neutral & 
Ground in the correct way. (Fig.6) 
- Once connected, switch ON the power and check that the LED indicating the battery charging process is 
ON and the 4 PICTOGRAMS are illuminated. The luminary will not respond to its autonomy during 1st 24 
hours of installation as the batteries are supplied discharged. 
 
Maintenance: 
 
- All manipulation and installation should only be done by qualified personnel. 
-The Batteries should be changed once their duration gets inferior to the assigned.) 
-The Batteries and the electronic components should be re-cycled or eliminated in an adequate way. 
-Before doing any maintenance operation, please make sure that the Main supply is switched off and the             
luminary is in STAND BY Position. 
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Connection Scheme: 
 

 
 
 
 
 
 

   

   


